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®
DHA®

Internal Equivalent Circuit

TIP147 PNP

Applications
Voltage regulator and Industrial applications

TIP142 （NPN）, TIP147 （PNP）

Features
● High DC current gain, Min hFE=1000@VCE=4V, IC=5A
● Shunt resistor connected between Base - Emitter
● Including freewheeling diodes

Absolute Maximum Ratings

Electrical Characteristics (Ta=25℃)

Symbol Ratings Units
Vcbo 100 V
Vceo 100 V
Vebo 5 V
Ic 10 A
Icm 15 A
Ib 0.5 A

Pc(Heat sink) 80 （Tc=25℃） W
Tj 150 ℃

Tstg -65~150 ℃

Symbol Test conditions Min Typ Max Units
VCEO (sus) IC=30mA, IB=0 200 V
ICEO VCE=50V, IB=0 2 mA
ICBO VCB=100V, IE=0 1 mA
IEBO VBE=5V, IC=0 2 mA

hFE
VCE=4V, IC=5A
VCE=4V, IC=10A

1000
500

VCE (sat)
IC=5A, IB=10mA
IC=10A, IB=40mA

2.0
3.0

V
V

VBE (sat) IC=10A, IB=40mA 3.5 V
VBE (on) VCE=4V, IC=10A 3.0 V
td Vcc=30V, IC=5A 0.15 μs
tr IB=20mA, IB1=IB2 0.55 μs
ts 2.5 μs
tf 2.5 μs
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TIP142 NPN

Power Darlington Transistor


